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WITH NONSIGNALIZED INTERSECTION

PAVEMENT MARKINGS TO BE INSTALLED ONLY ON APPROACHES TO INTERSECTIONS CONTROLLED
BY TRAFFIC SIGNALS WHICH ARE INTERCONNECTED WITH THE RAILROAD WARNING SIGNALS.

WHERE NEAR-SIDE TRAFFIC SIGNALS ARE USED THE PAVEMENT MARKINGS EXTEND
TO THE INTERSECTION.

WHERE THE ANGLE BETWEEN THE DIAGONAL STRIPES AND THE TRACK (@) WOULD BE LESS THAN
APPROXIMATELY 20°% THE STRIPES SHOULD BE SLOPED IN THE OPPOSITE DIRECTION FROM THAT SHOWN,

DISTANCE TO BE SHOWN ON SIGN MEASURED FROM A POINT 6 FEET FROM THE RAJL CLOSTEST TO
THE INTERSECTION TO THE STOP BAR OR CROSSWALK, WHICH EVER IS CLOSEST, ROUNDED DOWN
TO NEAREST 5 FEET. WHERE THERE IS NO STOP LINE, MEASURE TO POINT WHERE DRIVER

HAS A VIEW OF APPROACHING TRAFFIC.

THE CLEARANCE SIGN IS ALSO TO BE USED AS AN INTERIM MEASURE AT LOCATIONS WITH
INTERCONNECTED INTERSECTION TRAFFIC SIGNALS WHERE [T ]S PLANNED TO CHANGE THEM TO
NEAR-SIDE SIGNALS AT A FUTURE TIME. IN THIS CASE, THE DISTANCE TO BE SHOWN ON

THE SIGN IS MEASURED FROM THE EDCE OF THE STRIPED-OUT AREA INSTEAD OF 6 FEET FROM
THE RAIL. THE SIGN IS TO BE REMOVED WHEN THE NEAR-SIDE SIGNALS ARE INSTALLED

AND THE PAVEMENT MARKINGS EXTENDED TO THE INTERSECTION.
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SIDE_ROADS PRIVATE & COMMERCIAL

! ENTRANCES

SECTION A-A

DETAILS AT ENTRANCES & SIDE ROADS

PROP, THE COST OF REMOVAL AT EXISTING HMA OR
RESURF, P.C.C. LOCATIONS SHALL BE PAID FOR PER
SO. YD. BY THE APPROPRIATE PAY [TEM.
REMOVAL AT THE EXISTING AGG. LOCATIONS
SHALL BE INCIDENTAL TO THE HMA, A-3
LOCATIONS SHALL BE FEATHER TAPERED.
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SECTION B-B

FURNISHED EXCAVATION
AS REOUIRED

TO MEET HMA SURFACE SEE SCHED./PLAN
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MATCH EXIST. HMA FLARE OR USE
1s1 FLARE FOR NEW HMA OVER EXIST. AGG.

EDGE OF PAV'T,
/" OR HMA SHLD.

PLAN AT PRIVATE & COMMERCIAL ENTRANCES

(DO NOT RESURFACE FIELD ENTRANCES)

% PROPOSED HMA RESURFACING AT PUBLIC EDUCATIONAL FACILITY
ENTRANCES SHALL BE EXTENDED TO THE RIGHT-OF-WAY LIMITS.
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